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NIHON KOHDEN

Serving the Best Minds in Neurology for Over Fifty Years.




—(SPECIFICATIONS )

Minimum PC Requirements
Operating system Windows XP Professional

Intel Core 2 Duo, 2.4 GHz, 2 GB Ram.
CD-RW & DVD-R+RW
NIC 10/100/1000

Data Processing
Optically Isolated

Input Impedance 100MQ

CMRR: 105 db or greater

Internal noise level: less than 1.5mv p-p (0.53Hz to 60HZ)
High-cut filter: 15Hz to 300Hz (-18 db/oct.)

Low-cut filter: 0.08Hz (time constant: 2s) to 159Hz

AC filter: 50 to 60 Hz (rejection ratio: 1/25 or more)

A/D Conversion: 16 bits, simultaneous sampling
Sampling frequency: 100, 200, 500, 1,000 Hz

Impedance check: headbox and screen display

DIMENSIONS AND WEIGHT
Power supply unit: 110 (W) x 200 (D) x 75 (H) mm, 3.0 kg

PC unit: dimensions and weight vary depending on PC used

Electrode junction box JE-921: 185 (W) x 72 (D) x 167 (H)
mm, 1.0 kg approximate

OPTIONS
Photic stimulator control unit

Mini junction box
Flash lamp assembly

Cart

Carrying case

Photic lamp carrying case Windows is a registered trademark of Microsoft Corporation
Printer Polysmith is a registered trademark of Neurotronics, Inc.
Spike detecting software MagicMarker is a registered trademark of Persyst
Polysmith™ Software Development Corporation

Multiview Software
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